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Surface Mining Reclamation and Enforcement, Interior § 817.95 

of the impounding structure shall be 
diverted into stabilized diversion chan-
nels designed to meet the requirements 
of § 817.43 and designed to safely pass 
the runoff from a 100-year, 6-hour de-
sign precipitation event. 

(e) Impounding structures con-
structed of or impounding coal mine 
waste shall be designed so that at least 
90 percent of the water stored during 
the design precipitation event can be 
removed within a 10-day period. 

(f) For an impounding structure con-
structed of or impounding coal mine 
waste, at least 90 percent of the water 
stored during the design precipitation 
event shall be removed within the 10- 
day period following the design precipi-
tation event. 

[48 FR 44031, Sept. 26, 1983, as amended at 53 
FR 43608, Oct. 27, 1988] 

§ 817.87 Coal mine waste: Burning and 
burned waste utilization. 

(a) Coal mine waste fires shall be ex-
tinguished by the person who conducts 
the surface mining activities, in ac-
cordance with a plan approved by the 
regulatory authority and the Mine 
Safety and Health Administration. The 
plan shall contain, at a minimum, pro-
visions to ensure that only those per-
sons authorized by the operator, and 
who have an understanding of the pro-
cedures to be used, shall be involved in 
the extinguishing operations. 

(b) No burning or unburned coal mine 
waste shall be removed from a per-
mitted disposal area without a removal 
plan approved by the regulatory au-
thority. Consideration shall be given to 
potential hazards to persons working 
or living in the vicinity of the struc-
ture. 

[48 FR 44031, Sept. 26, 1983] 

§ 817.89 Disposal of noncoal mine 
wastes. 

(a) Noncoal mine wastes including, 
but not limited to grease, lubricants, 
paints, flammable liquids, garbage, 
abandoned mining machinery, lumber 
and other combustible materials gen-
erated during mining activities shall 
be placed and stored in a controlled 
manner in a designated portion of the 
permit area. Placement and storage 
shall ensure that leachate and surface 

runoff do not degrade surface or ground 
water, that fires are prevented, and 
that the area remains stable and suit-
able for reclamation and revegetation 
compatible with the natural sur-
roundings. 

(b) Final disposal of noncoal mine 
wastes shall be in a designated disposal 
site in the permit area or a State-ap-
proved solid waste disposal area. Dis-
posal sites in the permit area shall be 
designed and constructed to ensure 
that leachate and drainage from the 
noncoal mine waste area does not de-
grade surface or underground water. 
Wastes shall be routinely compacted 
and covered to prevent combustion and 
wind-borne waste. When the disposal is 
completed, a minimum of 2 feet of soil 
cover shall be placed over the site, 
slopes stabilized, and revegetation ac-
complished in accordance with §§ 817.111 
through 817.116. Operation of the dis-
posal site shall be conducted in accord-
ance with all local, State, and Federal 
requirements. 

(c) At no time shall any noncoal 
mine waste be deposited in a refuse pile 
or impounding structure, nor shall any 
excavation for a noncoal mine waste 
disposal site be located within 8 feet of 
any coal outcrop or coal storage area. 

[48 FR 44031, Sept. 26, 1983, as amended at 56 
FR 65636, Dec. 17, 1991] 

§ 817.95 Stabilization of surface areas. 

(a) All exposed surface areas shall be 
protected and stabilized to effectively 
control erosion and air pollution at-
tendant to erosion. 

(b) Rills and gullies which form in 
areas that have been regraded and 
topsoiled and which either (1) disrupt 
the approved postmining land use or 
the reestablishment of the vegetative 
cover, or (2) cause or contribute to a 
violation of water quality standards for 
receiving streams; shall be filled, re-
graded, or otherwise stabilized; topsoil 
shall be replaced; and the areas shall be 
reseeded or replanted. 

[48 FR 1163, Jan. 10, 1983] 
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